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Leon-Engineering

Remote Display Terminal- RDT 52

Product Description
RDT52 remote display terminal is designed as 
display and keyboard interface for Leon 
Engineering’s DJB. It provides 6-digit high visibility 
LED display with 5 status annunciators for the 
display of weight data and operator prompts.
 A keypad of 6 keys is used for operator interfacing.
The unit maybe be used in master mode whereby it 
may poll up to 30 DJBs connected in a network or in 
slave mode whereby it will only display information 
from a selected DJB.
The communication with the DJB is realized via the 
standard RS485 interface. The RDT52  can be also 
connected to the LD-Series indicators of Leon 
Engineering as a remote display terminal. Two 
versions are available: Base model RDT52A maybe 
used for approved weighing applications not 
requiring printouts or totalization.    

RS232 serial interface for PC or printer connection
Real-Time-Clock with battery back-up
Alibi memory for 10,000 registrations
Totalizing register
Selection of standard or user de�ned print formats

Further Features (RDT52B)
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6 –digit, bright LED display, 14mm high, with 5 status annunciators
6 key membrane keyboard with tactile feedback
Connectivity with up to 30 DJBs
Calibration and parametrization of all DJBs connected via user-friendly dialogue-driven operation
ASCII serial RS485 Interface with networking capability 
AC/DC low voltage power input
Panel mount enclosure, IP40 for front panel 

RS485-RS232  converter including power adapter 230VAC to 9VAC 
Aluminium stand for table top mounting 
Mains power adapter 230VAC to 9 V AC

Accessories

Basic Features

Extended model RDT52B maybe connected to a 
printer or to a PC via the additional RS232 port and 
allow also printouts conform to the European 
regulations, since it is equipped with real-time-
clock and Alibi memory.


